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HL232BIS/UV/HE/W
Part No.

electronic linear fluorescent ballast
For 2x32 WATT T8 LAMPS

input Voltage 120~277Vac ± 10%
ballast factor Normal
starting Method Instant Start
lamp connection Parallel

lamp type no. of lamps Volts input Watts

input 

current 

(amps)

Power 

factor

crest 

factor
ballast factor

ballast 

efficacy 

factor

Max tHD%

F32T8 32W

2
120 57 0.48 0.99 <1.7 0.90 1.58 <10

277 58 0.21 0.99 <1.7 0.91 1.58 <10

1
120 35 0.31 0.99 <1.7 1.09 3.11 <10

277 35 0.14 0.98 <1.7 1.09 3.11 <10

F32T8 30W

2
120 52 0.44 0.99 <1.7 0.87 1.67 <10

277 52 0.19 0.99 <1.7 0.87 1.67 <10

1
120 32 0.27 0.99 <1.7 1.05 3.28 <10

277 32 0.12 0.98 <1.7 1.05 3.28 <12

F32T8 28W

2
120 49 0.41 0.99 <1.7 0.87 1.78 <10

277 49 0.18 0.99 <1.7 0.87 1.78 <10

1
120 31 0.25 0.99 <1.7 1.17 3.79 <10

277 31 0.11 0.98 <1.7 1.17 3.79 <10

F32T8 25W

2
120 44 0.37 0.99 <1.7 0.87 1.98 <10

277 44 0.16 0.99 <1.7 0.87 1.98 <10

1
120 29 0.23 0.99 <1.7 1.15 3.96 <10

277 29 0.10 0.98 <1.7 1.15 3.96 <10

F25T8 25W

2
120 44 0.37 0.99 <1.7 0.88 2.00 <10

277 44 0.16 0.99 <1.7 0.88 2.00 <10

1
120 28 0.23 0.99 <1.7 1.14 4.07 <10

277 28 0.10 0.97 <1.7 1.14 4.07 <12

F17T8 17W 

2
120 32 0.26 0.99 <1.7 0.96 3.00 <10

277 32 0.11 0.98 <1.7 0.96 3.00 <12

1
120 21 0.17 0.99 <1.7 1.31 6.25 <10

277 22 0.08 0.95 <1.7 1.31 5.95 <15

F40T8 40W 1
120 42 0.34 0.99 <1.7 1.05 2.50 <10

277 42 0.15 0.99 <1.7 1.02 2.44 <10
 

GEMINI
Lamp and Ballast. Perfectly Matched.

 -Sound Rated: A
  -Minimum Starting Temperature: 0°F, -18°C
-Maximum Case Temperature: 167°F, 75°C
-Meets FCC Part 18 (Class A) Non-consumer limits
-5 Year Warranty
-Input Frequency 50Hz/60hz
-Ballast frequency for all listed lamps: >40kHz

 -Length (L): 9.50”
  -Width (W): 1.16”
-Height (H): 1.05”
-Mounting (M): 9.0”

Lead Length:
-White, Black: 25”
-Blue: 31
-Red: 48”

  -Transient Protection Meets 
 ANSI/IEEE C62.41 Cat A
- UL, cUL 935 listed, Class P, 
Type 1 Outdoor

PerforMance:

Wiring DiagraM: t     Point location: coMPatible WitH:

aPProVals: PHYsical DiMensions:
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