
FA8 base

R17D base

canter support 
to prevent sag

120-277V 80+ >50,000
L70

-4°F–104°F

CRI RATED LIFEOPERATING TEMPVOLTAGE

easy to ship, easy to store
• Single Pin/FA8 Base or Doubled Recessed/R17D.
• 4000K & 5000K color options.
• Two Piece design allows for safer shipping,                  
    storage and installation.
• Includes center support.
• Shatter resistant glass.
•   Approved for installation in either open or 

enclosed fixtures.

01.06.21 Information is subject to change without notice.
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BALLAST BYPASS - TYPE B - DOUBLE-ENDED POWER

INSTALL METHOD

UL TYPE B

BYPASS

BALLAST 

two 4ft tubes that can be 
connected to make one 
8ft tube

BALLAST
BYPASS

LINE NEUTRAL

DOUBLE-ENDED POWER

BEAM ANGLE

320°
WARRANTY

 PART #                                                      UPC                           REPLACES                WATTAGE         LUMENS             CCT             CASE QTY                     END CAP                               DLC CODE

8’ 2 PIECE T8 LAMPS

LED-42T82P-840DE96-G4

LED-42T82P-850DE96-G4

LED-42T82P-840HO96-G4

LED-42T82P-850HO96-G4

844006054106

844006054113

844006062989

844006062996

54-86W

54-86W

54-86W

54-86W

42W

42W

42W

42W

5040

5040

5040

5040

4000K

5000K

4000K

5000K

PL48YKJOMO02

PLH4AVWCT21J

N/A

N/A

20

20

20

20

*      Sold in Case Quantity Only – No Breakage
**    HO version available in February 2021

FA8

FA8

R17D

R17D


