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The bright white radiance of the GE’s LED PAR38 lamps is not just something you see, it’s something you feel.

For superior light in retail spaces, the 12 and 18-watt GE’s LED  
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advanced optics, and reduced glare.
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reduces the potential for fading of materials and décor, compared to 
halogen or incandescent lamps  
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mercury, and are compliant with material restriction  
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GE QUALITY AND RELIABILITY
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LED PAR38 lamps

Featuring GE’s exclusive Visual Comfort Lens™ for the 

*-.2-30&4'-56&+2&-51(53-6&3+'+.&78('90:;&(6C(53-6&+*093/&

(56&'+B&?'(.-I&L>3'8/9C-&R9/8('&S+)2+.0&O-5/™&N*093/&

create halogen-like light and contrast, with the energy 
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To learn more about saving money and energy, 

go to: gelighting.com/ThinkLED
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Directional Lamps (PAR)
LED retail PAR38 lamps
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Get more information at 

GELighting.com/ThinkLED
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            and includes partially protected locations. 
 Location, dry        – Location not normally subject to dampness, may include a location subject to temporary dampness, i.e., building under construction,  
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laboratory conditions, and GE makes no warranty or guarantee, expressed or implied, that such performance will be obtained under end-use conditions.
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PAR38 - Low Glare - Visual Comfort Lens™

PAR38 MED 12 63233 LED12DP38W830/25 120 6 5.3 1000 4800 3000 80 90W 25,000 Yes Dry !"##$%&'($$)*&+,-&./"0*&1234/

63323 LED12DP38W827/25 120 6 5.3 960 4600 2700 80 90W 25,000 Yes Dry !"##$%&'($$)*&+,-&./"0*&1234/

63330 LED12DP38W930/15 120 6 5.3 860 11400 3000 91 90W 25,000 Yes Dry 56$4*&7,-&./"0*&1234/

63334 LED12DP38W927/25 120 6 5.3 820 3900 2700 91 90W 25,000 Yes Dry !"##$%&'($$)*&+,-&./"0*&1234/

92971 LED12D38W3827/40 120 6 5.31 1050 2300 2700 81 100W 25,000 Yes Damp Flood, 40° beam, White 

92972 LED12D38W3830/25 120 6 5.31 1050 5500 3000 81 100W 25,000 Yes Damp Narrow Flood, 25° beam, White

18 94904 LED18D38W930/25 120 6 5.3 1200 4400 3000 91 100W 25,000 Yes Damp Narrow Flood, 25- beam, White

92923 LED18D38W3927/25 120 6 5.31 1250 4900 2700 92 100W 25,000 Yes Damp Narrow Flood, 25° beam, White

92934 LED18D38W3930/40 120 6 5.12 1350 3200 3000 92 120W 25,000 Yes Damp Flood, 40° beam, White

92958 LED18D38OW382740 120 6 5.12 1550 3800 2700 81 120W 25,000 Yes Wet Flood, 40° beam, White

92963 LED18D38OW383025 120 6 5.12 1550 6000 3000 81 120W 25,000 Yes Wet Narrow Flood, 25° beam, White

92967 LED18D38OW383040 120 6 5.12 1550 4000 3000 81 150W 25,000 Yes Wet Flood, 40° beam, White

92926 LED18D38W3927/40 120 6 5.12 1250 2900 2700 92 120W 25,000 Yes Dry Flood, 40° beam, White

93172 LED18D38OW384040 120 6 5.31 1700 4400 4000 81 150W 25,000 Yes Wet Flood, 40° beam, White

65730 LED18D38OW385025 120 6 5.31 1700 6500 5000 81 120W 25,000 Yes Wet Narrow Flood, 25° beam, White

65731 LED18D38OW385040 120 6 5.31 1700 4400 5000 81 150W 25,000 Yes Wet Flood, 40° beam, White


