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Home  Product Categories  Sockets  Linear Fluorescent T8/T12 -Send Eipin LHO104 LRBS Non Shun.

MADE IN THE USA

| EMF USA
LH0104 (HMD-LR89)

Non-shunted, 613 medium bipin, fluorescents or LED, molded, water
resistant
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‘Shunt Type
Dimensions(L/W/H)
Weight

Country of Origin
Certifications / Approvals.
UL File No.

Warranty

Rated Wattage

Rated Voltage

Bulb Type

Base Type

Base Description
Material

Termination

Wire Length

Mounting Type

General
Brand

Item #

Category
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Non-Shunted
124x067x146

004

United States

UL, csa

E162429

30 Day Limited Warranty

660w

1000v

Linear Tube

613

Medium BiFin

Polycarbonate

#18AWG 105C 600V 6 wire leads
6

Snap-In, Slide-On, Screw Mount

EMFUSA

70160
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Medium Bi-Pin (613) Linear BFPin T8/T12 BiPin T8 BiPin T8 U-Bend BiPin
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EMF Corporation LR-89 EMF CORPORATION LR-89

MATES
LR-88C
LR-88C-8-LED
LC-102

1.240”
—1.000"—

POLARIZED
No

TERMINALS

Accepts: T-8 or T-12 medium bi-pin fluorescent lamp

DETAILS

Molded fluorescent lampholder. For T-8 or T-12 medium bi-pin
fluorescent lamp. Flexible wings allow for easy installation.
Available with or without mounting screw. Designed for use with
mating lampholder cap and appropriate lamp safety shield.





