% MAGNITUDE
WX LIGHTING

Constant Voltage Magnetic
Phase Dimmable 12/24VDC LED Driver

The M-SERIES is the most compact magnetic core dimmable LED
driver on the market making it the perfect choice for tape lighting,
tube lighting, linear lighting and multiple other residential and
commercial lighting applications. Encased in a high-quality metal
enclosure that includes multiple %" knock-outs for easy installation,
each unit is equipped with circuit breakers to protect both the driver
and the LED load. All our magnetic LED drivers are phase dimmable
with a standard leading edge MLV TRIAC dimmer.

Installation: Integrated Junction Box with Multiple %" Knock-Outs
Driver Types: Class 2 and Higher Power Single Channel Options
Dimming: Phase Dimmable with Leading (Forward) Edge MLV TRIAC
Dimmer Only

Input Voltage: 277VAC 50/60Hz

Output Voltage: 12VDC or 24VDC

Environmental: Dry and Damp

Listing: ETL Listed

Certifications: Conforms to UL8750, C22.2 NO. 223

Warranty: 5-Year Warranty

Ordering Guide - 277VAC Manual Reset Breakers

Example: M20L12DC277

‘M L DC 277‘

TYPE MAX POWER LISTING OUTPUT INPUT

M — Magnetic 20" — 20W (Class 2)
40" — 40W (Class 2)
60" — 60W (Class 2)
96"2 — 96W (Class 2)
100° — 100W
150 — 150W
200 — 200W
300 — 300W
'Class 2
24VDC only
*12vDC only

L — ULListed 12 — 12VDC 277 — 277VAC
24 — 24VDC

DIMENSIONS 20W / 40W 60W / 96W 150W / 200W 300W

LENGTH 560" (142.2mm)  6.62" (168.00mm) 9.24" (234.8mm)  9.80" (248.9mm)

WIDTH 210" (53.34mm)  2.33"(59.10mm) 3.11"(79.1mm)  4.20" (106.7mm)

HEIGHT 2.10" (53.34mm) 2.58" (65.60mm)  2.88" (73.4mm) 3.50" (88.9mm)

M-SERIES

INPUT: 277VAC
P/AN:M|

20/40W
5.60"x2.10" x 2.10"

60W / 96W
6.62"x 2.33"x 2.58"

150W/200W
9.24"x3.11"x 2.88"

300W
9.80"x 4.20" x 3.50"

[277vac] [12/2avac] [ciass2] / ‘+ @

Compliant
DIMMABLE Intertek

M-SERIES is also available in:

* M-SERIES 120VAC
Refer to Magnitudeinc.com for more details.

(W

O HEIGHT
° I
———
o
{ WIDTH
(@=4
e LENGTH
Page 1 of 8

=% MAGNITUDE
D LIGHTING

Specifications subject to change without notice

/2

M-Series 277VAC Input rev 1.0

14711 Bentley Circle. Tustin, CA 92780

Customer Service: (714) 312-5080 Fax: (714) 312-5070
Customercare@magnitudeinc.com
www.Magnitudelnc.com

WE DRIVE LIGHT



M-SERIES

INPUT: 277VAC

Specifications
INPUT
Input Voltage Range 277TVAC + 5%
Input Frequency 50/ 60Hz 50/ 60Hz 50/ 60Hz 50/ 60Hz 50/ 60Hz 50/ 60Hz 50/ 60Hz
Input Current 0.31A (12VDC) 0.51A (12VDC) 0.76A (12VDC) 0.96A 1.95A (12VDC) 2.13A (12VDC) 2.86A (12VDC)
P 0327A (24VDC) 0.41A (24VDC) 0.95A (24VDC) : 0.95A (24VDC) 2.51A (24VDC) 2.86A (24VDC)
Efficienc 76% (12VDC) 72.5% (12VDC) 78.8% (12VDC) 84.3% 80% (12VDC) 87% (12VDC) 90% (12VDC)
Y 78.4% (24VDC) 80% (24VDC) 84% (24VDC) s 80% (24VDC) 81.9% (24VDC) 90% (24VDC)
Power Factor 0.81 (12VDC) 0.88 (12VDC) 0.84 (12VDC) 0.89 0.93 (12VDC) 0.92 (12VDC) 0.93 (12VDC)
0.92 (24VDC) 0.89 (24VDC) 0.82 (24VDC) : 0.93 (24VDC) 0.93 (24VDC) 0.93 (24VDC)
OUTPUT
Max Load 20W 40W 60W 96W 150W 200W 300W
12.0vVDC 12.0VDC 12.0vDC 12.0vVDC 12.0VvDC 12.0vDC
Output Voltage @ Max Load 'y 24.0VDC 24.0 VDC 24.0vbe 24.0VDC 24.0VDC 24.0 VDC
1.9A (12VDC) 3.96A (12VDC) 5.00A (12VDC) 13.3A (12VDC) 15.6A (12VDC) 20.8A (12VDC)
Output Current @ Max Load 7 5.4y ) 1.72A (24VDC) 2.56A (24VDC) 4.00A 13.3A (24VDC) 10.9A (24VDC) 20.8A (12VDC)
ENVIRONMENTAL
Operating Temperature -30°C - +50°C (-22°F - 122°F)
DIMMING
Minimum Dimming Level 1%
PROTECTION
Circuit Breaker Secondary Manual Push to Reset
MECHANICAL HOUSING
Primary Leads 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG
16 AWG (12VDC) 16 AWG (12VDC) 14 AWG (12vVDC) 12 AWG (12VDC)
Secondary Leads 18 AWG (24VDC) 18 AWG (24VDC) 16 AWG (24vDC) | 4#AWG 14 AWG (24vDC) | 2AWG 12 AWG
Length 5.60" (142.2mm)  5.60" (142.2mm)  6.62" (168.00mm)  6.62" (168.00mm)  9.24" (234.8mm)  9.24" (234.8mm)  9.80" (248.9mm)
Width 2.10" (53.34mm) 2.10" (53.34mm) 2.58" (65.60mm) 2.58" (65.60mm) 3.11" (79.1mm) 3.11" (79.7mm) 4.20" (106.7mm)
Height 210" (53.34mm)  2.10"(53.34mm)  2.33"(59.10mm)  2.33"(59.10mm)  2.88" (73.4mm) 2.88" (73.4mm) 3.50" (88.9mm)
Weight 21b 21b 3lb 71b 71b 81b 81b
Housing Material Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal
Housing Color Black Black Black Black Black Black Black
Junction Box Yes Yes Yes Yes Yes Yes Yes
Mounting Two hole flange mount
APPROVAL MARKINGS
Certificates / Approval Signs  ETL Listed, conforms to UL8750
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TING M-SERIES

INPUT: 277VAC

Mechanical Diagram

20W/40W 5.08"
129.00mm
2.75"
69.90mm
T [ 2.10"
1.29" L 53.34mm
32.80mm 0.81" o
+ 20.60mm —
- 1.46" __| 20.87"
37.00mm 22.10mm
3.10" ——
R.12 - 0.31"
*‘ 8.00mm
—— - - - - - 1.39" 2.10"
35.40mm 53.34mm
(@25
I
5.60"
142.30mm
60W/96W
6.08"
154.40mm

3.31"

HSA]Omm‘"

[
17111/ 2.33"
1.44" & 59.10mm
3670mm  0.81"
| 2060mm ®

bl @0.87"
37.00mm 22.10mm
0.32"
B ™~ 8.10mm
2.58" 7 B B | - - 1.50" 2.55"
65.60mm 38.10mm 64.77mm
- 6.62"
168.00mm
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Mechanical Diagram

150W/200W

9.24"

234.8mm

T

2.88"

OO

M-SERIES

INPUT: 277VAC
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TING M-SERIES

INPUT: 277VAC

Mechanical Diagram

300W
| 9.23"
234.50mm
[ 3.66"
| 93.00mm
©
e T— [}
2.74" 3:50°
. 88.90
69.60mm "
1.10"
28.00mm
9.80"
248.92mm
4.21"
E1 O?.OOmm‘"{
20.87"
22.00mm
117
29.60mm
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M-SERIES

INPUT: 277VAC

Output vs Load
20W (12VDC) 20W (24VDC)

125 124 26.0
120
15
10

105

No Load 20% 40% 60% 80% 100% ~ NoLoad 20% 40% 60% 80% 100%

Output Voltage vs. Load

Output Voltage vs. Load

e OUtpUt Voltage With a Typical Dimmer Output Voltage With a Typical Dimmer

40W (12VDC) 40W (24VDC)
130) 128 260 237
255
124 250
245
1.8 24.0
235
1.2 23.0
225
106 22,0
215
100 210
No Load 20% 40% 60% 80% 100% No Load 20% 40% 60% 80% 100%
Output Voltage vs. Load Output Voltage vs. Load
Qutput Voltage With a Typical Dimmer Output Voltage With a Typical Dimmer
60W (12VDC) 60W (24VDC)
130 2550
125 250
124 2475
24.00
11.8
2325
11.2
2250
106 21.75
i 21.00
" No Load 20% 40% 60% 80% 100% No Load 20% 40% 60% 80% 100%
OutputVaitageysiLoad Output Voltage vs. Load
Output Voltage With a Typical Dimmer
Output Voltage With a Typical Dimmer Page 60f8
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Output vs Load
96W (24VDC)

26.50
25.8
25.95
25.40
24.85
2430
23.75
23.20
22,65
22.10

21:55
21.00

No Load 20% 40% 60% 80% 100%

Output Voltage vs. Load

Output Voltage With a Typical Dimmer

150W (12VDC)

13.5 133
13.1

128

12.1

114

10.7

No Load 20% 40% 60% 80% 100%

— O utput Voltage vs. Load

Output Voltage With a Typical Dimmer

200W (12VDC)

13.5

10.7

10.0
No Load 20% 40% 60% 80% 100%

— Output Voltage vs. Load

Qutput Voltage With a Typical Dimmer

M-SERIES

INPUT: 277VAC

150W (24VDC)
26.0 256

25:5
25.0
245
240
235
23.0
225
220

215
21.0

No Load 20% 40% 60% 80% 100%

m— Output Voltage vs. Load

— Output Voltage With a Typical Dimmer

200W (24VDC)

27.0
264 [ 262
258
252
246
240
34
28

222

216
21.0

No Load 20% 40% 60% 80% 100%

Output Voltage vs. Load

Output Voltage With a Typical Dimmer
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300W (12VDC)

13.0

124
124 123
12.1
11.9
1.8
113
11.2
1.2 10
10.8
10.6
10.0
No Load 20% 40% 60% 100%
Qutput Voltage vs. Load
Output Voltage With a Typical Dimmer

Wiring Diagram

12VDC OUTPUT

INPUT —, OUTPUT
277V AC 60Hz N 12V DC
Input Wire (White) = Red Wire  +

Input Wire
(Black) = Green Wire
(Ground)

Blue Wire

M-SERIES

INPUT: 277VAC

300W (24VDC)
26.0
255
25.0
245
240
235
23.0
225
220
215
21.0
No Load 20% 40% 60% 80% 100%
Output Voltage vs. Load
Output Voltage With a Typical Dimmer
24VDC OUTPUT
INPUT = OUTPUT
277V AC 60Hz N 24V DC
Input Wire (White) ‘H‘G“a‘ﬁ"u"é Red Wire 4

Input Wire
(Black)

= Green Wire

Purple Wire

(Ground)
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